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WATER LEVEL|WATER LEVEL|  SumP CHAMBER BUBBLER

13.9' ABOVE | 3’ ABOVE LEVEL FLOODED FAILURE

WET PIT FLR|WET PIT FLR
TRANSFER SCADA PANEL|  SCADA
SWITCH UTILITY ALARM POWER PANEL
FAILURE |PWR FAILURE| BUZZER FAILURE ALARM
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FIRE INTRUSION FLOAT | VALVE/GATE | CENTRAL
ALARM ALARM FAILURE IN NON- | PUMP TEST
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FLOODED FAILURE CHAMBER  |GAS PRESENT
BUBBLER
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DETAIL A
ITEM NAMEPLATE SCHEDULE
A | CONTROL PANEL
B | ALARM PANEL
C | SCADA PUMP CALL, FEET ABOVE WET PIT FLOOR
D | FLOAT PUMP CALL, FEET ABOVE WET PIT FLOOR
E | STANDBY PUMP CALL
F | LAG PUMP CALL
G | LEAD PUMP CALL
H | LOW FLOW PUMP CALL
1 | ALARM ACKNOWLEDGE
J | LAMP TEST
k | MAIN PUMP MANUAL SELECTOR SWITCH
(SEE DETAIL B)
El | 8.5 FEET
E2 | 9.0 FEET
F1 | 8.0 FEET
F2 | 8.5 FEET
Gl | 7.5 FEET
G2 | 8.0 FEET
Hl | 3.0 FEET
H2 | 4.0 FEET
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MAIN PUMP
MANUAL SELECTOR SWITCH

ant

DETAIL B

DEVICE LEGEND
ITEM DEVICE DESCRIPTION DEVICE
1 INDICATING LIGHT RED

2 INDICATING LIGHT CLEAR
3 INDICATING LIGHT BLUE

4 INDICATING LIGHT AMBER
5 PUSH BUTTON YELLOW
6 | PUSH BUTTON GREEN
7 6 POSITION SELECTOR SWITCH BLACK

F.AP TOTAL {SHEET
RTE. SECTION COUNTY SHEETS| NO.
365 [5NSA, SB&SF)L DUPAGE 39 31

FED. ROAD DIST. N0, [ILLINOIS|FED. AID PROJECT
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GAS MONITOR
FLUSH MOUNTED ON
ENCLOSURE DOOR

~~ DOOR WITH
POLYCARBONATE
WINDOW

SIDE VIEW - PANEL REMOVED

NOTE:
THE CONTROL PANEL SHALL BE OF SUFFICIENT DEPTH TO ACCOMODATE

THE GAS MONITOR,

ANNUNCIATOR AND OTHER DEVICES. PROPER

CLEARANCE SHALL BE PROVIDED BETWEEN DOOR MOUNTED DEVICES
AND PANEL MOUNTED DEVICES.
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CONTROL PANEL -~ FRONT VIEW

ILLINOIS DEPARTMENT OF TRANSPORTATION

REVISIONS

PUMP STATION NO. 48

NAME

DATE

REHABILITATION

CONTROL PANEL

EQUIPMENT LAYOUT SHEET -1
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